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(57) ABSTRACT

A method for run time zero byte compression of data on a
communication bus of a vehicle includes determining a num-
ber of zero byt.es provided in a data frame. When there are
enough zero bytes, an encoding byte is generated that maps
the locations of the zero bytes in the data frame. A data length
code related to the number of non-zero data bytes and the
encoding byte is provided in a device header. The data length
code has a value less than an uncompressed data frame. The
compressed data frame is transmitted with the encoding byte
and the uncompressed non-zero data bytes. To decompress
the compressed data frame, the encoding byte maps the loca-
tions of the zero bytes for a data frame. The non-zero data
bytes are then provided at the proper locations to recreate the
data frame.

18 Claims, 4 Drawing Sheets
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1
RUN TIME COMPRESSION METHOD FOR A
VEHICLE COMMUNICATION BUS

BACKGROUND

The present invention relates to a method and apparatus for
run time compression of data on a communication bus to
minimize bandwidth so that additional electronic control
units can be provided for vehicles.

Data is transmitted in data frames over a vehicle commu-
nication bus. Each frame typically has eight bytes of data.
Each byte includes eight bits of information.

As busload data on a controlled area network (CAN) bus
nears bandwidth limits, more buses must be added to obtain
proper results. There is a message priority scheme. Thus, low
priority messages get delayed for long periods of time, reduc-
ing performance.

A compression method is needed that reduces busload
without requiring additional hardware and without requiring
a significant increase in central processor unit (CPU) time for
data compression and data decompression. The method must
integrate with existing network software.

SUMMARY

In one embodiment, the invention provides a method for
run time zero byte compression of data for transmission over
a communication bus for a vehicle, the method being
executed on an electronic control unit connected to the com-
munication bus. The method comprises the steps of: obtain-
ing a data frame; determining a number of zero bytes pro-
vided in a set of data bytes of the data frame; determining if
there are enough zero bytes in the set of data bytes for data
compression; when there are enough zero bytes for data com-
pression, generating an encoding byte indicating locations in
the data frame of the zero bytes; providing a data length code
dependent on a number of non-zero data bytes in the data
frame and the encoding byte, the data length code provided in
a device header, the device header including a data message
identifier; and forming and transmitting a compressed data
frame including the encoding byte and the non-zero data
bytes, wherein the number of bytes of the compressed data
frame is less than a number of bytes of an uncompressed data
frame.

In another embodiment, the electronic control unit com-
prises at least one of a communication control unit, an elec-
tronic stability control unit, a power train controller, a body
electronic module, a head unit and a navigation system.

Another embodiment includes decompressing a com-
pressed data frame at a receiver of another electronic control
unit by: determining whether the data length code has a data
length code value that corresponds to a stored data length
code for the data message identifier, and when the data length
code does not correspond to the stored data length code,
decompressing the compressed data frame.

In another embodiment, decompressing the data frame
comprises: reading the encoding byte and determining posi-
tions of zero bytes for the data frame; and reading the data
bytes and providing the non-zero data bytes about the posi-
tions of zero bytes to form the data frame.

In another embodiment, the method is free from loss of
data from the run time zero byte compression and the decom-
pression and data compression does not occur for every one of
the data frames provided to the communication bus. Further,
the communication bus comprises a CAN bus provided on a
land vehicle.
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2

In another embodiment, the data length code and the data
message identifier are provided in a message header and the
data message identifier identifies a source of the data provided
in the data frame. Further, the data provided comprises one of
wheel speed data, yaw rate data, and navigation data.

In another embodiment, the invention provides an elec-
tronic control unit connected to a vehicle communication bus
for transmitting a data frame through the vehicle communi-
cation bus to other electronic control units connected thereto.
The electronic control unit includes a processor and a
memory storing instructions. When executed by the proces-
sor, the instructions cause the electronic control unit to obtain
a data frame; determine a number of zero bytes provided in a
set of data bytes of the data frame; determine if there are
enough zero bytes in the set of data bytes for data compres-
sion; when there are enough zero bytes for data compression,
generate an encoding byte indicating locations in the data
frame of the zero bytes; provide a data length code dependent
on a number of non-zero data bytes in the data frame and the
encoding byte, the data length code provided in a device
header, the device header including a data message identifier;
and forming and transmitting a compressed data frame
including the encoding byte and the non-zero data bytes.

In another embodiment, the electronic control unit
executes instructions to receive a data frame from the vehicle
communication bus; determine whether the data length code
has a value that corresponds to a stored data length code for
the data message identifier, and when the data length code is
less than the stored data length code, the processor decom-
presses the compressed data frame by reading the encoding
byte and determining positions of zero bytes in the data
frame; and reading the non-zero data bytes and providing the
non-zero data bytes about the positions of zero bytes in the
data frame to reconstruct the data frame.

In one embodiment, the non-zero data bytes are free from
data compression.

Other aspects of the invention will become apparent by
consideration of the detailed description and accompanying
drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 shows a block diagram of electronic control units
connected to a vehicle bus.

FIG. 2 shows a data histogram of values for bytes trans-
mitted over a bus with zerobyte having the highest frequency
of occurrence.

FIG. 3 shows a flowchart of a data compression routine.

FIG. 4 shows a flowchart of a data decompression routine.

DETAILED DESCRIPTION

Before any embodiments of the invention are explained in
detail, it is to be understood that the invention is not limited in
its application to the details of construction and the arrange-
ment of components set forth in the following description or
illustrated in the following drawings. The invention is capable
of other embodiments and of being practiced or of being
carried out in various ways.

FIG. 1 shows a vehicle bus communication system 10
including a plurality of electronic control units connected to a
communication bus 12. The communication bus 12 is a CAN
bus or a FlexRay bus. Other buses, such as a media oriented
systems transport (MOST) bus or Ethernet bus are also con-
templated for use in the vehicle environment.

More specifically, FIG. 1 shows a communication control
unit 14 that is connected to the communication bus 12. Fur-
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ther, a powertrain controller 16, a chassis and safety controller
18, a body electronic module 20 and a head unit 22 are
connected to the communication bus 12. A mobile device is
capable of communication with the head unit 22. Other elec-
tronic control units, including an electronic stability control
unit and a navigation system are contemplated for use with
the communication bus or the additional buses provided for
the electronic control units 16, 18, 20, 22. Each of the control
units has a controller or processor that processes data frames
received from the communication bus 12 and provides data
frames to the communication bus.

FIG. 2 is a data histogram of data defined as bytes, each
byte having eight bits. Each eight bit byte is defined as a pair
of characters, and more specifically 0 through F. Each of the
pair of characters is a four bit value. For example, a four bit
sequence of 0 0 0 0 represents the value “0” in FIG. 1, which
can be considered “00” as both of the four bit sequences are
all zero. The four bit sequence of 1 1 1 1 represents the letter
F, which corresponds to the numeral 15. Finally, the sequence
1 0 0 1 represents the number value 9.

Individual eight bit bytes shown in FIG. 2 have a large
number of values from 00 to FF. The number of bytes having
avalue of 0 is quite large, however, and this realization led to
the concept of data compression when two or more zero bytes
are provided in a data frame represented by a sequence of
eight bytes.

FIG. 3 is a flowchart of a compression routine 30 for
compressing data bytes having zero values in a data frame. At
step 32 of the routine 30, the number of zero value bytes in a
data frame or message that is waiting for transmission is
counted.

At decision step 34, the number of zero value bytes is
compared with the value two. If less than two zero values are
provided with respect to the total values in the data frame, the
routine 30 advances to step 36. At step 36, the data length code
(DLC) is not changed and the frame is not changed. Thus, the
data frame is transmitted without data compression as the
number of zeroes was not enough to shorten the length of the
DLC to thus compress the data frame.

Atdecision step 34, when the number of zero value bytes is
at least two, the routine 30 advances to step 38. At step 38, an
encoding byte is formed from the total bytes of the data frame.
An example of encoding for a data frame having eight bytes
is as follows.

Uncompressed bytes: 00 11 2A 00 F3 00 40 00

Single encoded byte: 1001010 1=A9

The A9 value is obtained from reading the values in reverse
from right to left. Thus bits 1 0 1 0 become A (representing
ten) and bits 1 0 0 1 become 9. Therefore, the hexadecimal
value is A9. As only four of the uncompressed bytes are not
zero and there is an encoding byte, the DLC=S5 for the above
frame after zero compression.

Compressed bytes for transmission: A9 11 2A F3 40

The first byte value of A9 is the encoding byte and identi-
fies where the zero values in the data frame are placed. The
following four data bytes thereafter are regular uncompressed
nonzero value data bytes in sequence, minus the zero value
bytes. The DLC=5 value is placed in a device header for the
data frame having only five bytes. Besides the data length
code, the device header includes a data message identifier.

The data frame, including the device header, is transmitted
over the communication bus 12 or the unnumbered commu-
nication buses shown in FIG. 1. As set forth above, only data
frames having two or more zero values are compressed. As
data compression is selective and does not occur for every
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data frame, the term run time compression defines the
arrangement wherein compression decisions occur essen-
tially in real time.

Decompression of a zero compressed data frame is as
follows. As shown in the flowchart of FIG. 4, a processor
executes a decompression routine 40 at one of the electronic
control units shown in FIG. 1. At step 42, the routine 40
determines that a new message having a data frame is
received. At decision step 44, the routine 40 determines
whether the DLC value for the data frame is less than
expected. If an expected value is determined, the decompres-
sion routine 40 advances to step 46 and the data frame is
evaluated as a normal uncompressed data frame. When the
DLC is less than the expected DLC value, the decompression
routine advances to step 48.

At step 48, the encoded zero byte places or maps the zero
values in a data frame. As set forth above, the zero values
stored in the encoded zero byte are placed back where they
were during encoding. The uncompressed nonzero data bytes
sequentially fill the gaps or openings before, between or after
the zero bytes to obtain the expected length of data for the
frame. In instances when the uncompressed message is less
than eight bytes, zero bits are encoded for the corresponding
missing byte(s) to determine the encoded byte. As the
expected length is already stored in a receiving electronic
control unit, decompression reconstructs the frame with the
expected length that is less than eight bytes.

During data transmission, the amount of bandwidth saved
is dependent on the number of zero bytes provided in frames
of data. Another important factor is that the compressed data
is 100% reconstructed as no values are lost or otherwise
altered from compressing the data frame into a compressed
data frame and from decompressing the compressed data
frame.

In some constructions, the electronic control units 16, 18,
20, 22 include a processor that has an executable program
stored in a memory module, such as a ROM. The electronic
control units also include a RAM for storing information
from other vehicle units that is received through the commu-
nication bus 12. Non-transitory computer readable memory
modules of the electronics control units include volatile
memory, non-volatile memory, or a combination thereof and,
in various constructions, may also store operating system
software, applications/instructions data, and combinations
thereof.

Thus, the invention provides, among other things, amethod
for compressing data that can be transmitted over a vehicle
bus by compression of zero bytes in data frames. By reducing
the amount of data transmitted, data bandwidth is saved and
the number of buses can be minimized. Various features and
advantages of the invention are set forth in the following
claims.

What is claimed is:

1. A method for run time zero byte compression of data for
transmission over a communication bus for a vehicle, the
method being executed on an electronic control unit con-
nected to the communication bus, the method comprising the
steps of:

obtaining a data frame;

determining a number of zero bytes provided in a set of

data bytes of the data frame;

determining if there are enough zero bytes in the set of data

bytes for data compression;

when there are enough zero bytes for data compression,

generating an encoding byte indicating locations in the
data frame of zero bytes;
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providing a data length code dependent on a number of
non-zero data bytes in the data frame and the encoding
byte, the data length code provided in a device header,
the device header including a data message identifier;
and

forming and transmitting a compressed data frame includ-

ing the encoding byte and the non-zero data bytes,
wherein the compressed data frame has less bytes of data
than an uncompressed data frame.

2. The method of claim 1, wherein the electronic control
unit comprises at least one of an electronic stability control
unit, a power train controller, a head unit and a navigation
system.

3. The method of claim 1, including decompressing the
compressed data frame at a receiver of another electronic
control unit by:

determining whether the data length code has a data length

code value that corresponds to a stored data length code
for the data message identifier, and

when the data length code is less than the stored data length

code, decompressing the compressed data frame.

4. The method of claim 3, wherein decompressing the
compressed data frame comprises:

reading the encoding byte and determining and mapping

positions of zero bytes for the data frame; and

reading the non-zero data bytes and providing the non-zero

data bytes about the positions of zero bytes to recon-
struct the data frame.

5. The method of claim 3, wherein the method is free from
loss of data from the run time zero byte compression and
decompression.

6. The method of claim 1, wherein data compression does
not occur for every one of the data frames provided to the
communication bus.

7. The method of claim 1, wherein the communication bus
comprises a CAN bus provided on a land vehicle.

8. The method of claim 1, wherein the data length code and
the data message identifier are provided in a message header,
the data message identifier identifying a source of the data
provided in the data frame.

9. The method of claim 8, wherein the data provided com-
prises one of wheel speed data, yaw rate data, and navigation
data.

10. An electronic control unit connected to a vehicle com-
munication bus for transmitting a data frame through the
vehicle communication bus to other electronic control units
connected thereto, the electronic control unit including:

aprocessor and a memory, the memory storing instructions

that when executed by the processor, cause the elec-
tronic control unit to

obtain a data frame;

determine a number of zero bytes provided in a set of data

bytes of the data frame;

determine if there are enough zero bytes in the set of data

bytes for data compression;

when there are enough zero bytes for data compression,

generate an encoding byte indicating locations in the
data frame of zero bytes;

provide a data length code dependent on a number of

non-zero data bytes in the data frame and the encoding
byte, the data length code provided in a device header,
the device header including a data message identifier;
and
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form and transmit a compressed data frame including the

encoding byte and the non-zero data bytes.

11. An electronic control unit connected to a vehicle com-
munication bus for transmitting a data frame through the
vehicle communication bus to other electronic control units
connected thereto, the electronic control unit including:

aprocessor and a memory, the memory storing instructions

that when executed by the processor, cause the elec-
tronic control unit to

obtain a data frame;

determine a number of zero bytes provided in a set of data

bytes of the data frame;

determine if there are enough zero bytes in the set of data

bytes for data compression;

when there are enough zero bytes for data compression,

generate an encoding byte indicating locations in the
data frame of zero bytes;
provide a data length code dependent on a number of
non-zero data bytes in the data frame and the encoding
byte, the data length code provided in a device header,
the device header including a data message identifier;

form and transmit a compressed data frame including the
encoding byte and the non-zero data bytes;

receive the data frame from the vehicle communication

bus;

determine whether the data length code has a value that

corresponds to a stored data length code for the data
message identifier, and

when the data length code is less than the stored data length

code, decompress the compressed data frame.

12. The electronic control unit of claim 10, wherein the
electronic control unit comprises one of an electronic stability
control unit, a power train controller, a head unit and a navi-
gation system.

13. The electronic control unit of claim 10, wherein the
processor is performing run time zero byte compression, and
the process is free from loss of data from the run time zero
byte compression.

14. The electronic control unit of claim 10, wherein data
compression does not occur for every one of the data frames
provided to the vehicle communication bus.

15. The electronic control unit of claim 10, wherein the
communication bus comprises a CAN bus provided on a land
vehicle.

16. The electronic control unit of claim 10, wherein the
non-zero data bytes are free from data compression.

17. The electronic control unit of claim 11, wherein the
processor decompressing the compressed data frame when
the data length code is less than the stored data length code,
includes

reading the encoding byte and determining positions of

zero bytes in the data frame; and

reading the non-zero data bytes and providing the non-zero

data bytes about the positions of zero bytes in the data
frame to reconstruct the data frame.

18. The electronic control unit of claim 11, wherein the
electronic control unit comprises at least one of an electronic
stability control unit, a power train controller, a head unit and
a navigation system.



